dermaturRF
retouch your skin




dermatur®F the radiofrequency device

...offers a unique and innovative concept for aesthetic treatments.

As the energy delivered by the radiofrequency generator meets resistance in the tissue, heat is
produced. The amount of heat will vary depending on the amount of current, the resistance levels in the
targeted tissue and the characteristics of the electrodes. Initial collagen denaturation within these
thermally modified deep tissues explains the immediate tissue contraction is achieved from the first treat-
ment. Subsequently neocollagenesis, as a natural healing response to the denaturized collagen, further
tightens the dermal tissue and reduces wrinkles. This appears 4-6 months after treatment. A longterm
effect is achieved within 6-8 sessions.

Appropriate for all skin types and for all seasons of the year.




is safe, painless and effective

Traditionally, bipolar radiofrequency systems use two symmetrical electrodes to deliver energy into the subdermis.
Bipolar systems typically generate energy and heat that is less focused, and require a built-in cooling systems to
prevent burning of the treatment area.

Tripolar and Multipolar Radiofrequency systems, like Dermatur, use 3 or more electrodes to deliver energy deeper
and more efficiently into the targeted tissues. This safer and more efficient delivery eliminates the need for a
cooling system and provides better and safer penetration.

Dermatur provides unique possibility to change frequencies and polarities for even more control.

These features ensure both the homogenous warming and tightening of the treatment areas and a deeper and
more efficient penetration of the effective energy focused solely on the treatment area.



How does dermatur®F work?

Biological Mechanisms

Activation of ion motion in the body

Increased mobility of ions

Friction between ions

Generation of heat in the target area between 39°C and a maximum of 44°C

In the subcutaneous adipose tissue target temperature of 39°C - 44°C "fever-
ish state"

Lower sensible heat on the surface than inside the tissue

Biological Effect
Promotion of metabolism
Collagen tightening
Collagen regeneration

Fat cells disruption



dermaturRF
Effects

Face and neck

Body

Tightens Skin
Rejuvenates the epidermis
Smoothens wrinkles

Increases the volume of the skin

Improves skin quality, making it smoother,
brighter, and better defined

Tightens skin

Liquidizes fat and disrupts fat cells

Restructures collagen and stimulates its production
Reduces circumference

Offers lympho-drainage through the massaging
possibilities of the specially shaped electrodes

Prevents and treats cellulite



Unique advantages
of dermaturR¥

The dermatur® method has highly advanced algorithms. The current flow and polarity can be variable, so that
a different energy focus in different fat layers can be achieved.

Numerous clinical studies have shown visible results already after the first treatments.

Oscillating Frequencies

Dermatur provides 3 frequencies: 0,5 MHz, 0,75 MHz, or 1MHz, with the option of using them during the same
treatment creating the “oscillating frequencies” feature. This allows the users to apply an “oscillation effect”, by
changing frequencies that alternate within timed cycles. Oscillating Frequencies are available in every possible
combination of two or all three frequencies.

This waving effect allows the heat focus to access different depths penetration, while it also provides a draining
and “massaging effect”.

Alternating Polarities

By switching the polarity of each electrode in a sequence back and forth to positive or negative in combination
with frequency changes, the tissue is evenly and safely warmed. Changes in polarity can be set from a 1 second
up to 7.5 second cycle for specialized treatment.



Scientific Fact
Collagen Before After

80% of the skin is made from collagen. Collagen makes
skin stronger, thicker and more supple, which is what
makes skin smooth, firm, strong and young looking.

It provides a structural framework to hold hyaluronic acid
and elastin and helps to the dermis restoration.

The amount and strength of collagen becomes less as we
age.

dermatur fF turns the time back, as it stimulates the
production of new, healthy collagen.




Specifications

RF specifications

Frequencies 0,5MHz, 0,075MHz , 1MHz

Therapy time 0 - 60min

Polarity rotation 1-7,5sec

Design Software

Therapy protocols

Patient database more than
1.000.000 entries

Integrated user guide Yes

Operational system Win CE

Handpieces

Size S three electrodes

M  three electrodes
L  three electrodes
XL six electrodes

Operation control

through ergonomic
integrated switch

Design

Weight - generator, screen, trolley 22kg

Weight - handpiece 400g

Dimensions of the entire unit (w x h x 1) 300 x 270 x 130mm

Display device

Graphic color touch screen 12.1"

Energy supply

Net 110-230VAC / 50-60Hz

Equipment protection Protection class | / Degree of
protection IP30

Externally replaceable fuses 2A

Power switch according to IEC 601-1 Yes

Classification

Applied section Type BF

Class according to with MDD 93/42/EEC
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